
 

Featuring: 
                                    ® 

     
 
 

by ACU-RITE® 

 

Axis Movement: 
     

Longitudinal   (X)   31.5” 
Cross                (Y)  22” 
Vertical            (Z)  24” 
Quill                          5” 

 
 5 Horse Power 
 40 Taper Spindle 
             Weight 6,100 lbs.! 
 
 
 
 
 

Standard Features: 
 
Table Size 14” X 52” 
Mehanite cast iron base with Box column 
design 
Distance from Spindle Nose to Table 
Surface 23” 
Maximum Table Load 1200 lb. 
Table and way surfaces hardened and 
Ground 
Way surfaces lined with Turcite B’ 
Precision ground ball screws X, Y, & Z 
60 deg. angular contact ballscrew  
Support bearings 
Positioning   .0001” glass scale feedback 
Chip Pan, back splash and Table Guard 
Flood coolant 

 Closed Loop Feedback using 
ACU-Rite Precision Glass 
Scales 

 10"Flat Panel, Color, LCD 
display 

 Large internal Part Program 
Storage Capacity 

 RS-232 Port, 
 1.44M Floppy Drive 
 DXF file Input 
 Remote Stop/Go Switch 

 
Special Functions: 
 
Part Skew, Custom Pockets, 
Repeat, Rotate, Mirror Image, 
Islands, Spirals, ellipses 
and engraving.  
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