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MACHINE FEATURES:  
 
- ISO 9001 QUALITY CERTIFIED 
- HARDENED AND GROUND ON TABLE & X, Y AND Z SLIDEWAYS. 
- TURCITE COATING ON ALL AXIS WAYS TO ELEMINATE STICK-SLIP 
- SPINDLE IS CONTROLLED BY AC FREQUENCY VARIABLE SPEED DRIVE. 
- MATCH SET ABEC CLASS 7 SPINDLE BEARINGS TO ENSURE SPINDLE RUNOUT 

LESS THAN 0.0002" 
- Y & Z-AXIS METAL TELESCOPING WAY COVER 
- HEAVY DUTY, Z-AXIS BOX WAY 
- FOUR SLIDE WAYS ON Y-AXIS FOR MAXIMUM STRENGTH AND RIGIDITY 
- CENTER GROUND T-SLOT 
- RIGID MEEHANITE CASTING ENURES MAXIMUM RIGIDITY AND STABILITY.               
- PRECISION GROUND BALLSCREWS, 1-1/4" WITH DOUBLE NUT 
- CENTRAL AUTO LUBRICATING SYSTEM 
-     FLOOD COOLANT. 
- FINITE ELEMENT ANALYSIS (FEA) 
- MACHINE MANUFACTURED IN TAIWAN, CONTROL IN U.S.A. 

TRAVELS: 
 
X-AXIS TRAVEL: 41.7" 
Y-AXIS TRAVEL: 22" 
Z-AXIS TRAVEL: 24" 
QUILL TRAVEL: 6" 
SPINDLE NOSE TO TABLE: 6" – 30" 
SPINDLE CENTER TO COLUMN: 23-1/2" 
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